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Corner Protector PX™ 

P/N: HCPPX  

 

 

Any questions or problems, please contact us: 

 

diamondLife 

234 Lott Road 

Pittsburgh, PA 15235 

USA 

 

Ph.  1.888.98.DGEAR (983.4327) 

Email.  help@diamondlifegear.com 

Store.  diamondlifegear.com 

Doing a common thing uncommonly well,  

brings success. 

 

Welcome to the diamondLife.™ 

Helpful Hint! 
It is essential with all adhesives that 

the surface to be applied to must be 

clean, dry and free of any contaminat-

ing influences such as grease and dirt. 

Find hundreds of more great  

work space enhancement products 

at www.diamondlifegear.com 

Installation Instructions 

 

Mounting Option 1: screw mount 

1. Place the Corner Protector PX™ on wall at desired location and mark with a pencil at each 

mounting hole. 

2. Remove the Corner Protector PX™ and drill screw holes at each mark. 

3. Wipe down the wall to remove any dust and plaster. 

4. Replace the Corner Protector PX™ and attach to the wall with the supplied screws. 

5. After the corner guard is installed, remove protective PVC covering. 

 

 

 

Mounting Option 2: use peel & stick adhesive to mount 

1. For best adhesion, wall should be clean and free of oil, moisture and dust and should be 

approximately 60 degrees Fahrenheit. A hair dryer may be used to warm up wall surface if 

needed. 

2. If your wall is painted and the paint is bonded well to the wall, you can apply the Corner 

Protector PX™ directly onto the painted surface. There is a simple test you can do to find 

out if the paint is well bonded to the wall. First, take a piece of aggressive sticky tape, such 

as duct tape, and press the tape down firmly on the painted surface, keeping one end of the 

piece of tape in your hand. Then, rip the tape up quickly. If the paint comes off with the 

tape, the paint is not well bonded and your wall will need to be stripped before applying 

Corner Protector PX™. If the paint doesn’t lift off with the tape, the paint is well bonded to 

the wall and you can begin applying the Corner Protector PX™ to the painted surface. Be 

sure to test several areas of the wall to insure the entire surface is suitable for installation. 

3. Peel off paper liner and press the Corner Protector PX™ to the wall. Use firm and even pres-

sure to secure bond. 

4. Do not keep the adhesive exposed to the air for more than a minute as the adhesive will 

begin to dry immediately and adhesion strength will decrease.   

5. For easiest positioning of product, make contact with one corner of the product first and 

then let the entire product make contact.  

6. Once the entire product has made contact, immediately use a rolled up rag or towel and 

apply good pressure over the entire product to adhere it.  It is important to apply this pres-

sure immediately otherwise any existing air gaps will immediately begin to dry the adhe-

sive. 

7. If walls are bowed, product may lift off wall after some time. Fasten product to the wall 

using either: 

> liquid adhesive: cyanoacrylate (“super glue” type) or an epoxy type  

> small finishing nails: for best results, hammer finishing nails into wall at slight angles. 

One finishing nail per corner is adequate.  Pre-drilling holes are optional 

 

CAUTION: Even though a freshly painted wall feels dry to the touch, it may not be fully cured.  

Freshly painted walls can continue to evolve volatile oils (VOC) for weeks which will reduce the 

adhesion bond strength significantly and cause the product to lift off wall after some time.  Con-

sult your paint supplier to determine adequate cure time for the type of paint used and room 

environment present.  Depending on the brand of paint, 8 week cure times are not uncommon.  

To re-attach product to wall, use a “super glue” type of adhesive or finishing nails as described 

above. 

 
 
 


