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Installation Instructions 
 

1. Remove the protective plastic film from the product surface. 

2. Fasten onto drywall using screws included.  Using a screw driver, install the 

screw through the pre-drilled mounting holes into your drywall. If you have 

Screw Caps, put them onto the screws prior to mounting. You do not need to 

hit studs nor use wall anchors.  

3. For mounting onto other wall types such as masonry, etc use appropriate fasten-

ers/anchors sold elsewhere. 

 

Helpful Hints 
 

• Do not over tighten screws. 

• For larger panels, the interior area of the panel may have some flex after being 

mounted to a wall. Double-faced foam tape may be used on the back side of the 

panel to eliminate this flex.  

• To avoid scratching, do no drag the magnets across the board. Instead, lift the 

magnets off the board and then place them at their new desired position. 
 
 

FAQ 
 

Q:  How can I match the color of the screws with my MagPanel™? 

A:  We sell matching color Screw Caps, which cover the heads of the screws. 

 

Q: How do I attach fabric/wallpaper/graphic to my MagPanel™? 

A: Attaching your own fabric, wallpaper or graphic onto the MagPanel is a great way 

to customize it’s appearance: 

1. Use a spray adhesive to attach your material to the MagPanel™. There are 

many types of spray adhesives, such as 3M brand. Consult your local fabric 

store, craft store or hardware store for the best spray adhesive recommend-

ed for the type of material you are attaching. 

2. Try to use the thinnest material you can. The thicker the material, the more 

the magnetic holding strength will be reduced. Generally speaking most peo-

ple don’t notice much of a magnetic strength reduction with typical thin ma-

terials. 

3. To mount your finished MagPanel™ onto your wall, either poke the mounting 

screws thru the material and use the existing mounting holes of the        

MagPanel™ OR attach the MagPanel™ to the wall using a construction adhe-

sive (like Liquid Nails™ or PL™ brand). 
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3. Screw Caps (optional) 

4. Magnets (optional) 

Mounting: Please follow the instructions for the mounting method you ordered 

Mounting with Command Strips 

16”x24” 
(7) 

24”x24” 
(8) 

24”x36” 
(10) 

24”x48” 
(12) 

36”x48” 
(21) 

24”x72” 
(18) 


